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Suitable for most Bathrooms

With exhaust duct diameter ranging from 100 to 150 mm 
Gorenje built-in fans are suitable for almost all the  
bathrooms. They are easy to install and suitable also for  
living and work spaces.

PURE AIR. PURE SILENCE.
Gorenje fans are used to ventilate living, 
sanitary, or work spaces in which you are 
looking to prevent accumulation of moisture 
or odours. Their advantages include simple 
installation, great air extraction power, and 
user-friendly functions. 

They are intended for wall mounting with 
an evacuation duct leading outdoors or 
into a ventilation system. They have to be 
protected from dripping liquids, wind, and 
contact with electric parts from the outside. 
Ceiling installation is also possible. 

All electro motors used in the Gorenje 
fans are fitted with a thermal fuse which 
disconnects the electro motor from the 
power mains in case of an overload. When 
the electro motor temperature recovers 
to a normal value, the thermal fuse is 
automatically re-engaged.

50 dB (A) 60 dB (A)40 dB (A)30 dB (A)

Sensing the slightest air movement, 
the fan operates super silently,  
and it will not disturb you at all.  

SUPER SILENT 
Quiet operation  

100 mm

120 mm

150 mm

55 - 93  mm



EASY CLEANING
User-friendly

As air is drawn through the fan, dust builds up on the grill 
cover and the fan motor over time. Cleaning the cover and 
motor housing every six months to one year will remove most 
of the accumulated dust. Gorenje built-in fans are easy to 
clean which makes them more user-friendly.

HIGH EXTRACT PERFORMANCE 
Effective ventilation system

Installing an effective ventilation system is essential if you 
want to prevent odour and humidity in the bathroom or other 
spaces.  Air extract performance of Gorenje built-in fans range 
from 70 to 210m3/h, which means they are powerful enough 
to pull air through effectively.

AIR CONTROL 
Odour and insect prevention

Backdraught shutter opens and closes in response to the 
slightest air movement. It prevents air travelling back up the 
duct, through the impellers of the fan and into the room - 
particularly important for keeping out the odour, not letting the 
insects in as well as in winter.

TIMER 
Switch-off delay 

The timer allows the fan to continue operating after it has 
been switched off. It can be set in the range from 1 to 25 
minutes. The factory setting for timed operation or switch-off 
delay, is around 3 minutes.

HUMIDITY SENSING
The most effective control of humidity

With built-in humidity sensor fan is switched on when relative 
humidity in the room exceeds the preset value. This can be 
set in the range between 40 and 90 percent.



MODEL BVN 100WS BVX 100WS BVX 100STS BVX 100SS BVX 100WTS

Serial number 474564 474559 535491 589185 474561
Rated voltage [V/Hz] 220-240 / 50 220-240 / 50 220-240 / 50 220-240 / 50 220-240 / 50
Noise level [dB] 33 30 33 33 30
Power consumption [W] 15 15 15 15 15
Airflow [m3/h] 70 70 70 70 70

Air control yes yes yes yes yes

IP protection IPX4 IPX4 IPX4 IPX4 IPX4

Turning on by a power switch yes yes yes yes yes

Timer no no yes no yes

Humidity sensor no no no no no

Color white white stainless steel stainless steel white

DIMENSIONS  

Height [mm] 158 150 150 150 150

Width [mm] 158 140 140 140 140

Depth when installed [mm] 55 72 72 72 71

Exhaust duct diameter [mm] 100 100 100 100 100

MODEL BVX 120WS BVX 150WS BVX 120WTS BVX 150STS BVX 120WHS BVX 150SHS

Serial number 731057 731058 474565 474566 474562 474563
Rated voltage [V/Hz] 220-240 / 50 220-240 / 50 220-240 / 50 220-240 / 50 220-240 / 50 220-240 / 50
Noise level [dB] 33 35 33 35 33 35
Power consumption [W] 20 25 20 25 20 25
Airflow [m3/h] 120 230 120 210 120 210

Air control yes yes yes yes yes yes

IP protection IPX4 IPX4 IPX4 IPX4 IPX4 IPX4
Turning on by a power 
switch

yes yes yes yes yes yes

Timer no no yes yes yes yes

Humidity sensor no no no no yes yes

Color white white white stainless steel white stainless steel

DIMENSIONS  

Height [mm] 175 200 175 200 175 200

Width [mm] 163 190 163 190 163 190

Depth when installed [mm] 85 93 85 96 85 93

Exhaust duct diameter [mm] 120 150 120 150 120 150
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Technical data are for informational purposes only. Images in the leaflet may differ from the appliances on sale.  
Gorenje reserves the right to change the product range.  We apologise for any potential errors in the leaflet.

Exhaust duct 
diameter 100 mm:

Exhaust duct 
diameter 
120/150 mm:


